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Brand Series Model Voltage Tips Numbe

Winbook XP Series
Winbook XP5 Pro Series
Winbook FX Series
Winbook Si Series 19V
. Winbook Z Series

Winbook Winbook X Series

Winbook J Series (all models)

L53/L53D

Winbook XL
Winbook XL2 19V
Winbook X 3 Series

L51/L51D

A Remarks:

1.Standard Tips: L01,L01D,L51,L51D,L52D,L53,L53D,L 54,L54D,L 55,L55D,L 61,L61D,L62,L 62D.




Brand

TRIGEM

Series Model

Dreamboo A
Dreamboo F
Dreamboo T
Dreamboo U
Dreamboo X

Voltage

19V

Tips Number

L01/L0O1D

Twinhead

Figaro 300TG

Figaro 500TZ. 500TG
Figaro P88T

Figaro 600

19V

L53/L53D

SlimNote 910CV
SlimNote 9133TV
SlimNote 9133TZ
SlimNote 9159TZ
SlimNote 9166TZ
SlimNote VX
SlimNote VXE
SlimNote VXE3
SlimNote Gx2
SlimNote 602TZ

19V

L53/L53D

Marco Polo

S Body

Power Slim 601TZ
Power Slim 600

19V

L52D

VIEWSONIC

Viewsonic Viewpad 1000

16V

L53/L53D

Viewsonic Viewpad 100

19V

L53/L53D

User Manual

Thank youfor purchasing our VP-UE1 Please read theuser
manual carefully beforeyour operation andkeep it inproper place
for your futurereference.

Safety Precautions

In order toprevent the leakage, heat or explosionwith battery,
please pay attentionto:

Danger!

Battery leakage, explosionor fire maybe caused ifyou do notread

the following precautionscarefully.

»*Do not throwbattery into wateror make itwet,

»*Do not useor store batterynear heat source (like fire orheater),

Do not throwthe battery intofire or heatthe battery,

»*¢Forbid the shortcircuit with the positive and negative polarities
of battery vialead or othermetal objects, forbidto transport or
store the batterywith necklace, hairclipper or othermetal objects,

*Forbid striking, castingor shaking the battery,

»Forbid piercing the battery shell vianail or othersharp objects,
forbid to hammeror trample the battery,

XForbid disassembling the battery in anyway.

Warning!

Battery leakage, explosionor fire mightbe caused ifyou do not

read the following precautions carefully.

»*¢Do not throwbattery into microwave oven or pressuredvessel;




»*Stop using whenunusual smell, heating, distortion, color-change
or other abnormalitieswith the battery

*Move away fromthe fire whenleakage or unusualsmell with
battery;

*Leaked electrolyte maycause fire orexplosion

*Do not wipeyour eyes ifthe leaked electrolyte enters into, wash
with water and ask doctor forhelp immediately, the eyesmay be
damaged if nottreat timely.

Attention!

»*Do not usethe battery inextremely hot environment, like inside
the car withdirect sunlight orin summer. Otherwise, the battery
will be overheatedand lighted thatwill influence the battery
performance and shortenits service life.

*|f you wantto store thebattery for longtime (over three months),
you have tokeep 50% ofthe rated capacity (charge once every
3 months), storeit in adry place withthe temperature of-10C ~
40°C, and avoidthe contact withcorrosive objects and keep
away from thefire and heatsources.

X Teachthe children howto use thebattery according tothe user
manual, and pay attention to guaranteetheir correct operations.

*|f the batteryleaks the electrolyteinto skin orcloths, wash the-
affected areawith flowing water, otherwise itwill cause the skin
inflammation.

Brand

Toshiba

Series Model
Tecra 500
Tecra 505
Tecra 510 including CDT
Tecra M1
Tecra M2
Tecra S1
Tecra 520
Tecra 530
Tecra 550
Tecra 700
Tecra 710
Tecra 720
Tecra 730
Tecra 730X
Tecra 740
Tecra 750
Tecra 780
Tecra 8000
Tecra 8100
Tecra 8200
Tecra 9000
Tecra 9100

Voltage

16V

Tips Number

L55/L55D

4090XDVD
2545CDS

16V

L52D




Brand

Toshiba

Series Model
Satellite 4280
Satellite 4300
Satellite 4600
Satellite 1800-S203
Satellite 1800-S253
Satellite 2250XCDS
Satellite 2250CDT
Satellite M30

Voltage

16V

Tips Number

L55/L55D

Function illustrator

the press buttonfor capacity indicating
and USB outputchanging

Satellite Pro 400
Satellite Pro 405
Satellite Pro 410
Satellite Pro 415
Satellite Pro 420
Satellite Pro 425
Satellite Pro 430
Satellite Pro 435
Satellite Pro 440
Satellite Pro 445
Satellite Pro 460
Satellite Pro 465
Satellite Pro 470
Satellite Pro 480
Satellite Pro 490
Satellite Pro 490X
Satellite Pro CDX
Satellite Pro CDS

16V

L55/L55D

charging indicator
M ccocn
T Capacity indicator
Discharging Charging
&80 ——7

USB output port

1) How to use

The sliding buttonbetween
16V/19V selection




Step 1:
Read the usermanual carefully tomake sure the proper operation
with the battery pack.

Step 2:

Refer to theguidance of yournotebook computer orcheck the
label on notebookcomputer to confirmthe brand and model. Take
IBM T40 as an example.

IBM T40

Step 3:

Check the compatiblelist (packed withbattery), select the correct
input and outputtip and thevoltage level accordingto the notebook
brand and model.

Brand  Series \oltage ' Tip No.

Think Thinkpad A

hinkPa
ThinkPad X & R series
ThinkPad Transnote

Brand

Toshiba

Series Model
Satellite 1555
Satellite 1800
Satellite 2000
Satellite 2100
Satellite 2140
Satellite 2180
Satellite 2210
Satellite 2280
Satellite 2500
Satellite 2590
Satellite 2600
Satellite 2615
Satellite 2655
Satellite 2675
Satellite 2700
Satellite 2715
Satellite 2800
Satellite 2805
Satellite 4000
Satellite 4010
Satellite 4020
Satellite 4030
Satellite 4060
Satellite 4080
Satellite 4090
Satellite 4100
Satellite 4200

Voltage

16V

Tips Number

L55/L55D




Brand

Toshiba

Series Model
Satellite T4600
Satellite T4700
Satellite T4700C
Satellite T4700CS
Satellite T4700CT
Satellite T4700
Satellite T4800
Satellite T4800CT
Satellite T4850CT
Satellite T4900
Satellite T4900CT
Satellite T4950CT

Voltage

19V

Tips Number

L52D

Satellite T200 thru 4100
Satellite 200
Satellite 220
Satellite 225
Satellite 305
Satellite 315
Satellite 320
Satellite 325
Satellite 330
Satellite 335
Satellite 440
Satellite 460
Satellite 470
Satellite 480
Satellite 490

16V

L55/L55D

Step 4:
Set the batterypack's output voltageat proper level by pushing the
voltage switch.

Step 5:

Press the switch (in the middle)on battery pack,check LED
indicator. Ifonly one orno indicator lights, it means thepower is
not enough, youhave to chargethe battery packfully firstly (refer
to how tocharge).

Step6:

Make sure thebattery pack isfully charged, connectthe selected
output tip andoutput cable together, then insertone terminal of
output cable intoDC OUT port of batterypack, and theother
terminal with outputtip into DCIN port ofyour notebook (youcan
not insert intoin opposite port). Thus, the battery pack isready for
power supply ofyour notebook computer.

The system adopts5 indicators of LED1~LEDS to displaydifferent
power status. Pressindicator switch (referto illustration) whenthe
battery pack isin discharge oridle status, ifyou press the switch
POWER, the systemwill display therest power ofthe battery for4
seconds, details ofindicator status areas follows (restpower is

RP):
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